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Cylindrical electrode 8-pin 

The distal tip of the electrode is a cylindrical elastic polymer rod with 8 metal contact sleeves, 
Fig. 1.  Electrode diameter 1.4mm. The distance between the metal contacts is 4mm. The length 
of the metal bushings is 3mm. 
 

 
Fig. 1 Distal tip of the СU8.M electrode 

The electrode is made of biocompatible polymer. The metal contacts are made of medical grade 
alloy.  The length of the electrode is selected when ordering and is 450mm, 600mm and 800mm. 
The general view of the electrode is shown in Fig. 2. 

 
Fig. 2. General view of the electrode 

 
The electrode is connected to the pulse generator using contacts in the proximal part, Fig. 3. 
 

 
Fig. 3. The proximal part of the electrode with the stylet. 

 
A wire stylet is inserted into the electrode from the proximal side. The stylet provides the 
electrode with the required rigidity during insertion into the epidural space through the Tuohy 
G14 needle. 
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Two stylets are supplied with an electrode. One stylet has a straight tip. The second stylet has a 
tip bent at an angle of 15 degrees, Fig. 4. Thanks to the use of a curved tip stiletto, it is possible 
to change the direction of advancement of the electrode in the epidural space. 
 

 
Fig. 4. Straight and curved stylet ends. 

 
The electrode is supplied sterile, fig. 5. Used Sterilization by radiation method. 
 

 
Fig. 5. Electrode СU8.М in the package. 

 

The scope of delivery includes: 
1. Electrode - 1 pc. 
2. Stiletto with a curved tip inserted into the electrode. 
3. Stiletto with a straight tip. 
To prevent deformation during transportation, the electrode and stylet are placed in plastic tubes. 
 

Manufacturer information 

Private Enterprise  «Vprovadzhuvalna Eksperymentalna Laboratoriya»  

Address                                3, Pivnichno-Syretska  
City/Postal Code        Kyiv/04136 
Country                                 Ukraine 
Tel./Fax No                     +38-044-206-08-12, +38-044-200-93-54 

http://wel-medical.com/    e-mail: mail@wel.net.ua; info@wel.net.ua 

 

http://wel-medical.com/
mailto:mail@wel.net.ua
mailto:info@wel.net.ua

	The scope of delivery includes:
	1. Electrode - 1 pc.
	2. Stiletto with a curved tip inserted into the electrode.
	3. Stiletto with a straight tip.
	To prevent deformation during transportation, the electrode and stylet are placed in plastic tubes.

